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Using Functional Electrical Stimulation Mediated by
Iterative Learning Control and Robotics to Improve
Arm Movement for People With Multiple Sclerosis
Patrica Sampson, Chris Freeman, Susan Coote, Sara Demain, Peter Feys, Katie Meadmore, and
Ann-Marie Hughes
Abstract—Few interventions address multiple sclerosis (MS)
arm dysfunction but robotics and functional electrical stimulation
(FES) appear promising. This paper investigates the feasibility
of combining FES with passive robotic support during virtual
reality (VR) training tasks to improve upper limb function in
people with multiple sclerosis (pwMS). The system assists patients
in following a speciﬁed trajectory path, employing an advanced
model-based paradigm termed iterative learning control (ILC)
to adjust the FES to improve accuracy and maximise voluntary
effort. Reaching tasks were repeated six times with ILC learning
the optimum control action from previous attempts. A conve-
nience sample of ﬁve pwMS was recruited from local MS societies,
and the intervention comprised 18 one-hour training sessions
over 10 weeks. The accuracy of tracking performance without
FES and the amount of FES delivered during training were
analyzed using regression analysis. Clinical functioning of the
arm was documented before and after treatment with standard
tests. Statistically signiﬁcant results following training included:
improved accuracy of tracking performance both when assisted
and unassisted by FES; reduction in maximum amount of FES
needed to assist tracking; and less impairment in the proximal arm
that was trained. The system was well tolerated by all participants
with no increase in muscle fatigue reported. This study conﬁrms
the feasibility of FES combined with passive robot assistance as a
potentially effective intervention to improve arm movement and
control in pwMS and provides the basis for a follow-up study.
Index Terms—Functional electrical stimulation (FES), iterative
learning control (ILC), Multiple Sclerosis (MS), rehabilitation,
robot-therapy, upper limb, virtual reality (VR).
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I. INTRODUCTION
M ULTIPLE SCLEROSIS (MS) is a chronic, degenera-tive, autoimmune disorder, which affects the central
nervous system leading to a wide range of symptoms including
upper limb weakness. Despite advances in pharmaceutical
options to reduce the number and severity of relapses, reha-
bilitation continues to play an essential role in reducing motor
disability in people with MS (pwMS) [1]. However, studies
relating to rehabilitation of the upper limb in MS remain limited
[2] despite the high percentage of pwMS who have upper
limb symptoms, classiﬁed within the impairments and activity
domains of the International Classiﬁcation of Functioning Dis-
ability and Health (ICF). Using the nine hole peg test (9HPT)
76% of 219 pwMS were identiﬁed to have reduced manual
dexterity [3] and 50% and 67% of pwMS
experience limitations in activities of daily living (ADL) and
social activities, respectively, [3], [4]. Arm and hand use is
important to enable independence in everyday life, however
effective treatment strategies for the impaired upper limb are
not currently available. In degenerative neurological conditions
such as MS the aim of rehabilitation is on improving or main-
taining a person's current function and independence for as
long as possible. PwMS most often only show arm dysfunction
at later stages of the disease, when the MS disease course has
become progressive instead of relapsing-remitting. However,
progression can be slow, so beneﬁts obtained from focused
interventions can lead to functional improvements lasting
from months to years. The purpose of the intervention is not
muscle strengthening per se, but improving motor coordination
of multiple limb segments, with focus on the quality of the
executed movement. In that sense, the approach is impairment
based as well as different to, for example, constrained induced
movement therapy, which allows compensatory movements
during functional activities. FES is however applicable in se-
verely disabled upper limbs, and is thought to provide a neural
sound basis for further functional rehabilitation. New strategies
to achieve this rehabilitation aim need to be developed and
evaluated.
The essential component of sensory-motor training in both
healthy and impaired people is intensive practice in an environ-
ment that provides varied challenging tasks, success and sen-
sory-motor feedback of performance that enhance motivation
and attention [5]. Functional electrical stimulation (FES) and
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Fig. 1. Signal ﬂow diagram showing system components: passive robot; real-
time processor; FES hardware; therapist and participant displays.
passive or active robotic systems are ideally placed to deliver
these type of interventions.
FES has been shown to be effective in augmenting strength
in healthy people [6], stroke [7], [8] and spinal cord injury [9]
and in reducing motor fatigue in MS [10]. In MS, the orthotic
effect of FES is well documented as an effective treatment for
foot drop [11], [12]. A further three studies involving the lower
limb have evaluated the therapeutic effect of FES on strength for
pwMS. For example, Hughes et al. [13] showed electrical stim-
ulation augmented a strengthening programme for pwMS who
used walking aids. Broekmans et al. [14] compared the effect
of adding electrical stimulation to a 20 week progressive resis-
tance training in a mildly disabled population of pwMS. Both
interventions showed small improvements in strength but these
did not translate to change on functional measures. Modest in-
creases have also been reported in strength, signiﬁcant improve-
ments in walking tests , and in perceived physical
health [15]. Despite this evidence for the effectiveness of FES
for the lower limb, to date, no studies have evaluated the effec-
tiveness of FES for the upper extremity. Furthermore, existing
studies have employed open-loop control of FES for MS reha-
bilitation, which do not maximize accuracy or promote volun-
tray effort, hence limiting the effectiveness of therapy.
Systematic reviews have concluded that robots or electro-
mechanical devices have a beneﬁcial effect on arm impairment
and generic ADLs post stroke [16], [17]. In MS, several pilot
studies have demonstrated positive effects of robotic training
on reducing upper limb impairment and some improvement at
the activity level [18]–[23].
This paper examines the feasibility of combining FES and
passive robotic support forMS rehabilitation. An advanced con-
trol approach termed iterative learning control (ILC) is used to
ﬁnely adjust the assistance provided to precisely correct per-
formance error in the next attempt of a speciﬁc task. ILC uses
a biomechanical model of the arm and support system to en-
courage and support participants' voluntary effort by supplying
just enough FES to achieve the movement. ILC is one of the few
advanced control approaches to have been successfully applied
to reduce upper limb impairments due to chronic stroke, with re-
sults showing that combining FES and robotics to enable precise
Fig. 2. a) Participant using mechanical support with FES applied using elec-
trodes to her left triceps and anterior deltoid muscles; b) a monitor shows the
trajectory task (blue) that the participant needs to follow with their arm (white)
with a ball (orange) indicating they are on target for this reaching movement.
assistance of both planar [24] and 3-D upper arm tasks [25] led
to improved accuracy in participants' reaching movements. The
current system is a further reﬁnement of this technology, em-
bedding new developments in the underlying models and ILC
algorithms [26], [27] that enable the tasks to be completed in a
manner that more closely matches unimpaired motion. Termed
SAIL: Stimulation Assisted by Iterative Learning, it includes
a virtual reality (VR) environment depicting a reaching move-
ment on a computer monitor. FES is applied to the triceps and
anterior deltoid whilst the arm is supported in a passive robot.
The aim of this study is to investigate the feasibility of using the
SAIL system to improve arm movement and control for pwMS.
This may be due to improving motor control through neuro-
plastic changes or local muscular changes.
II. METHODS
A. System Description and Set-Up
The SAIL system comprises an instrumented passive robotic
support, providing kinematic data to a realtime processor that
interfaces with custom FES hardware, a VR task display, and a
graphical user interface. These elements are shown schemati-
cally in Fig. 1 and are described in the following subsections.
The participant's screen (located on their hemiplegic side)
shows the trajectory to be tracked and a representation of the
participant's arm (which mirrors the participant's movements
in real-time). The support and trajectory task are depicted in
Fig. 2. The display provides the participant with immediate
visual feedback and facilitates motivation for the tracking task.
The second screen displays a custom graphical user interface
which is used by the therapist to select the tasks and adjust the
parameters used by the FES control system.
1) Electrical Stimulation: FES electrodes are placed on the
anterior deltoid and the triceps muscles. These are connected
to a commercially available multi-channel FES device which
has been adapted to receive inputs from the real-time control
system. The frequency of stimulation is ﬁxed at 40 Hz, with
a pulsewidth controlled in real-time by the ILC algorithms. To
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Fig. 3. Kinematic relationships and associated joint angles: a) mechanical support and b) human arm.
identify FES amplitudes for both muscles, the pulsewidth is set
at a maximum value and the participant gradually increases the
FES amplitude applied to each muscle until they reach a com-
fortable level that produces movement. Note that although the
participant controls the FES amplitude, this is monitored by the
therapist. The pulsewidth is then reduced to zero, and the stim-
ulation amplitudes are then ﬁxed for the remainder of each ses-
sion to ensure participant comfort and safety.
2) Passive Robotic Support: A passive exoskeleton
“un-weighing” system supports the participant's arm, providing
an adjustable force against gravity via two springs incorporated
into the mechanism. Each joint is aligned in either the horizontal
or vertical plane, as shown in Fig. 3(a) which also describes the
kinematic structure in terms of the measured joint variables,
denoted . The participant's hemiplegic
arm is loosely strapped into the support mechanism, which is
adjusted so that their arm is fully supported off the knee.
3) Biomechanical Model: To promote effectiveness, assis-
tance must precisely coincide with voluntary intention while si-
multaneously maximizing participant's effort. However, this has
not been achieved in MS rehabilitation since existing FES con-
trollers are open-loop. ILC addresses this problem in an optimal
framework using a dynamic model of the stimulated arm, and is
one of very few model-based upper limb FES control method-
ologies that has previously been used in upper limb stroke re-
habilitation [24], [25]. ILC learns from past experience over re-
peated attempts of a tracking task in order to embed robustness
to disturbance and model uncertainty.
The ﬁrst stage in constructing a model is to map to
anthropomorphic joint angles. To achieve computationally
tractable controllers it was assumed that anterior deltoid con-
traction produced movement about an axis that is ﬁxed with
respect to the trunk. This axis was identiﬁed by stimulating the
muscle and then ﬁtting a plane to the resulting movement of
the elbow in 3-D space using least squares optimization [26]
(Fig. 4 shows an example of this axis, which is normal to the
Fig. 4. Location of the arm, axis, and the nine possible trajectories for a par-
ticipant: made up of direction (center, off center, far) and distance (proximal,
middle, and distal). Each task lasted 8–13 s.
ﬁtted plane). The anthropomorphically motivated variables are
given by , and are shown in Fig. 3(b).
A bijective transformation between coordinate sets is then
constructed as enabling the combined model of the
mechanical support and the human arm to be written as
(1)
where and are 5-by-5 inertial and Coriolis ma-
trices, and the non-conservative matrix accounts for joint
stiffness, spasticity, gravity and the unweighing action of the
robot. Vector comprises moments produced through
gravity compensation provided by each spring, is the vector
of externally applied force/torque (used only during model
identiﬁcation), and comprises moments
generated by the vector, , of stimulation pulsewidths (in
microseconds, s) applied to each muscle.
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Fig. 5. Combined iterative learning and linearizing feedback FES control scheme showing model of the combined human arm and mechanical support.
4) Workspace and Trajectories: A workspace in which par-
ticipants can extend to their full range of movement with assis-
tance from FES is established by calculating the spatial coordi-
nates from the highest point in ipsilateral space that the partici-
pant can reach when FES is applied to both muscle groups, the
lowest point closest to the participant's contralateral thigh, and
a front point relating to elbow extension directly in front of the
participant. In this way, the workspace corresponds directly to
the amount of movement produced by the FES. The reaching
tasks comprise nine reaching movements, made up from three
different directions and three different distances (see Fig. 4).
These are scaled to ﬁt within the workspace so that partici-
pants practice reaching within their safe range and exercise tol-
erance. To ensure each movement closely approximates unim-
paired motion, the trajectories are individually customized for
each participant using kinematic data collected from 14 unim-
paired adults [28]. Reference trajectories for each joint are then
extracted, and denoted by .
5) Control System: The control scheme is shown in
Fig. 5 and contains an input-output linearizing feedback con-
troller, together with a feedforward ILC update. The linearizing
controller decouples the joints controlled by FES, to pro-
duce the form . Here denotes the th
time derivative of , is the trial index, and the additional
subscript denotes the component of the vector. Denoting
as the error joint vector, a standard
linear feedback controller with components ,
is then designed such that the roots of
lie in the left half of the -plane. This guarantees stability of the
stimulated joint angle dynamics, given by
(2)
Note that this also guarantees stability of the joints
that are not controlled through application of FES, as proven
in [26]. Feedback action alone is not sufﬁcient to achieve pre-
cise tracking of the reference trajectories. Therefore ILC is em-
ployed to update the feedforward signal between each at-
tempt at the task, in order to drive FES-assisted components of
the tracking error to zero. In choosing the stimulation sup-
plied on trial , ILC uses the stable, linear, decoupled system
(2) to minimize a quadratic objective function of form
(3)
where is the duration of the task. Through selection of pos-
itive-deﬁnite weighting matrices and , this objective func-
tion allows the designer to balance accuracy of task completion
with the amount of FES applied to assist the participant's move-
ment. The cost function (3) is solved using the update algorithm
(4)
where is the adjoint of operator . Full details of the
algorithm implementation, together with theoretical robustness
and convergence properties, are given in [26] and [29].
6) Model Identification: The participant's upper arm and
forearm lengths are measured and combined with the joint axis
description of Section II-A3 to supply the kinematic relation-
ship between the arm position in Cartesian space and the vector
of joint angles, , as well as the system Jacobian matrix,
. Next a six-axis sensor is attached to the extreme link of
the robotic support and is held stationary while FES is applied
to each muscle in turn. The resulting force recorded by
the sensor is then related to the torque vector developed by the
muscles via the Jacobian matrix. A Hammerstein structure
comprising a static isometric recruitment curve combined with
linear activation dynamics is employed to model the response
of each muscle to applied FES. This provides the dynamic
relationship , with details of the optimiza-
tion procedure and validation of ﬁtting accuracy given in [30].
Typical ﬁtting results are shown in Fig. 6, where the stimulation
applied to each muscle is a triangular ramp function. The terms
, , and are all identiﬁed
by applying FES to the muscles while moving the arm using the
sensor, and using an optimization procedure on the resulting
signals and . In model validation experiments, the
model has been found to ﬁt experimental joint angle data sets
with an accuracy which typically exceeds 90%. Full details of
the procedure used, as well as detailed ﬁtting results, are given
in [26] and [31]. Due to time constraints , , and
were identiﬁed in a pilot session and then used throughout the
intervention.
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B. Clinical Test Design
A proof-of-concept study with pwMS was undertaken to de-
termine the effect on upper limb function of 18 one-hour ses-
sions using the SAIL system to perform tracking tasks. All par-
ticipants attended one pilot, two assessment, and eighteen inter-
vention sessions at the University of Southampton, Faculty of
Health Science (FoHS). The intervention was carried out by an
experienced physiotherapy researcher. Two independent phys-
iotherapists, unblinded to the intervention, performed the clin-
ical assessments; the same physiotherapist performed both the
pre and post assessment per participant. A semi-structured inter-
view of participants' experience of using the SAIL system was
completed by a health psychologist after the ﬁnal assessment.
C. Participants
Following ethical approval (FoHS ETHICS-2013-5429)
and written informed consent, a convenience sample of ﬁve
pwMS was recruited from local MS society organizations
around Southampton. Inclusion Criteria were: 1) conﬁrmed
diagnosis of MS; 2) impaired upper limb such that they were
unable to achieve or maintain their arm at 90 shoulder ﬂexion,
predominantly due to weakness; 3) FES produced movement
without undue discomfort whilst the pwMS was seated with
their arm in the robot; 4) could communicate effectively; 5)
able to give informed consent. Exclusion Criteria were: 1)
current relapse or commencement of steroids within 28 days of
assessment; 2) marked intention tremor; 3) marked spasticity
with Modiﬁed Ashworth 2 in shoulder ﬂexors; 4) absent
sensation in electrode sites; 5) any active device implant; 6)
any metal implant in upper limb; 7) uncontrollable epilepsy; 8)
pregnancy; 9) any serious or unstable medical or psychological
condition or cognitive impairment; 10) current participation
in another upper limb physical rehabilitation study. FES is an
internationally recognized treatment for foot-drop in pwMS
and stroke although there are speciﬁc contra-indications or
risks when using FES; these formed part of our exclusion
criteria. Recruitment occurred between June and September
2013. All participants completed the study and complied with
the protocol.
D. Intervention Sessions
Each participant identiﬁed their most impaired arm. This was
conﬁrmed by the ARAT and FMA results, and was the arm
treated. FES was applied as described in Section II-A, and the
participant's arm was placed into the support mechanism. The
level of arm support was personalized to ensure each person
achieved their optimal range of movement. A pilot session was
undertaken to identify the model and tune parameters in the ILC
algorithms, a process lasting about 5 min. The 18 intervention
sessions then followed, during each of which the workspace
was identiﬁed and the participant then practiced a minimum
of six trajectories, each repeated six times, with a rest period
of 2–10 s between each attempt. This provided between 18–33
min of treatment time. Participants were verbally encouraged
during the reaching practice. The number of trajectories prac-
ticed increased during the intervention period to between eight
and eleven according to participants' progress, fatigue, and mo-
tivation. Similarly, as participants progressed through the inter-
vention, the level of support from the passive robot was grad-
ually decreased according to their exercise tolerance. To assess
unassisted performance, at the beginning and end of every ses-
sion each participant tracked the same four different trajectories
only once, with no FES.
E. Outcome Measures
The focus of this study was on the feasibility of the SAIL
and whether pwMS could tolerate it. The primary outcome
measures were change in amount of FES delivered and ac-
curacy of task tracking over the treatment period. Secondary
outcome measures evaluated clinical changes to the upper limb
according to the impairment and activity domain of the ICF and
were measured before treatment and within one week after the
treatment period. The clinical outcome measures were: Action
Research Arm Test (ARAT) [32]–[35]; Nine Hole Peg Test
(9HPT) [35]–[37]; Manual Ability Measure (MAM-36) [38],
[39]; and Fugl-Meyer Assessment (FMA) [35], [40]–[42]. The
FMA, valid and reliable for assessing arm impairment in pwMS
[43] and used to assess arm movement in pwMS [35], [44],
measures motor control mainly at impairment level whereas the
ARAT measures upper limb function using standardised activ-
ities. The MAM-36 is a valid measure of a person's perceived
ability to use his/her hands and is meaningful to participants
[39]. The MAM-36 raw score was converted to the MAM-36
measure using the conversion table [39]. The 9HPT is sensitive
in assessing upper limb functional status change in pwMS [35],
[37] and is part of MS composite score [45] where the task
is to be completed within 300 s. The Rivermead Perception
Assessment Battery (RPAB) ﬁgure ground, 3-D copying and
cancellation tests were used to assess 2-D, 3-D, and neglect,
respectively [46], so that participants could be adequately sup-
ported during the intervention as the VR environment required
visual perception.
A structured interview using a 26 item questionnaire based
on one used in people with stroke [47] occurred immediately
after the post-intervention assessment or later by telephone.
Both open and closed questions were included to obtain an
understanding of the system's effectiveness and usability;
improvements required; and general questions about the inter-
vention. Some of the open questions encouraged yes/no replies
followed by an explanation: the remainder of the questions
were completely open. Closed questions required a Likert-re-
sponse indicating the extent of agreement (see Appendix A).
The interview was purposely kept short, taking approximately
30 min, although participants were encouraged to elaborate
as much as possible. A psychologist who was not involved
with delivering the intervention undertook the interview to
encourage openness from participants.
F. Statistical Analysis
The clinical outcome measures: FMA; ARAT; MAM and
9HPT; measured at baseline and after the intervention, were
analysed in SPSS v19 using the Wilcoxon signed-rank test.
Conforming to prior studies [24], [48], the performance of
tracking with FES (assisted) and without FES (unassisted)
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Fig. 6. Fitting results for: a) torque component acting about axis resulting from FES signal applied to the anterior deltoid and b) torque component
acting about axis resulting from FES signal applied to the triceps.
was analyzed per participant for each of the 18 sessions by
calculating best-ﬁt linear regression slopes of performance
for each task. Two-tailed t-tests were applied, and the level
of signiﬁcance for all tests was set at . The 95%
conﬁdence intervals were also calculated to provide a measure
of how precisely the true mean can be bounded given the
limited sample size. Tracking performance was calculated by
taking the 2-norm of the error between arm position and target
trajectory and normalizing it as follows: let denote the
th element of vector at time “ ”, and similarly the
corresponding reference, then tracking performance of the th
joint is given by
(5)
A value of 100 indicated perfect tracking and 0 corresponded to
no movement.
G. Structured Interview
Closed questions eliciting Likert responses were totalled and
are presented in Appendix A.
III. RESULTS
Characteristic data for the ﬁve female participants who took
part in the intervention are given in Table I. One participant
with shoulder subluxation received additional supraspinatus
FES to increase glenohumeral congruency and her reaching
tasks were kept within a pain free range to avoid biomechanical
impingement. All participants were able to increase the number
of reaching tasks practised per session to between eight and
eleven reaching tasks. All participants, except one, were able to
receive less support from the passive robot during the reaching
movements: the one participant's biceps tone increased on
reducing the support so her support was kept constant. No
serious adverse events were reported during the intervention
period. One participant had 3-D visual impairment identiﬁed
by the RPAB 3-D copying test (4/24), and here the therapist
TABLE I
SOCIO-DEMOGRAPHIC CHARACTERISTICS OF PARTICIPANTS
Pt Id – participant identiﬁcation, SPMS – secondary progressive MS,
RRMS – relapse-remitting MS, PPMS – primary progressive MS,
F – female, M – male, L – left, R – right, Y – yes, N – no.
assisted in directing the participant's arm movement during
the tracking task. Her score of 12/24 on the 3-D copying test
on completion of the intervention session suggests some 3-D
learning may have occurred. All the other participants scored
18/24 (normal perceptual range) [46] and were able to track
independently. A future study should consider excluding 3-D
visually impaired participants, ensuring the training is indepen-
dent of the therapist.
A. Assisted Tracking Performance
Performance was calculated for the ﬁnal attempt of every
tracking task. These performances were then averaged to calcu-
late the tracking performance and the maximum amount of FES
provided. Data in Fig. 7(a) and (b) show improved accuracy
of tracking performance at both the shoulder and elbow and
Fig. 7(c) and (d) show the percentage maximum FES required
to improve participants' tracking reduced over the treatment
period. Table II shows the -value and mean slope of the
tracking performance and percentage maximum FES, which
was statistically signiﬁcant for each muscle group: triceps
(elbow) and anterior deltoid (shoulder). The mean tracking
performance slopes (elbow 0.71, shoulder 1.31) correspond to
an average improvement over 18 sessions of 12.8% and 23.6%
for the elbow and shoulder, respectively. The mean percentage
maximum FES slopes (elbow 2.6805, shoulder 2.7143) cor-
respond to an average reduction over 18 sessions of 49.2% and
48.8% for the elbow and shoulder, respectively. This suggests
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Fig. 7. Assisted task tracking accuracy and amount of FES, averaged over all tasks: a) accuracy of task tracking at the elbow; b) accuracy of task tracking at the
shoulder; c) amount of FES applied at the elbow; and d) amount of FES applied at the shoulder. Mean of individual slopes shown by dotted line.
TABLE II
TRACKING PERFORMANCE MEASURES AT THE ELBOW AND SHOULDER
SHOWING THE MEAN SLOPE AND -VALUE OF THE BEST FIT LINEAR
REGRESSION LINES COLLAPSED ACROSS PARTICIPANTS FOR ASSISTED AND
UNASSISTED TASKS
Note: The small slope values are due to the different units in the axes. CI
denotes 95% conﬁdence interval.
that less FES was required to produce more accurate movement
over the treatment period. This was conﬁrmed when the slope of
the tracking performance percentage was divided by the slope
of the percentage maximum FES for each participant. Taking
the mean over participants yields a statistically signiﬁcant slope
(elbow mean slope , , shoulder mean slope
, ): see last line in Table II under assisted.
B. Unassisted Tracking Performance
Tracking performance of the four tasks, unassisted by FES,
that were completed at the beginning and end of each session
was calculated, and an average taken for each task. Figs. 8 and
9 show tracking performance at the elbow and shoulder, respec-
tively, over the course of the intervention. Statistically signif-
icant improved accuracy in tracking performance for all four
tracking tasks was identiﬁed across all participants at the elbow
and for two tasks at the shoulder. Table II shows the -value
and mean slope of these unassisted tasks. The positive mean
slopes of all the unassisted tasks correspond to increases in per-
formance of between 34.38% and 113.58% over the intervention
period.
C. Clinical Outcome Measures
All clinical outcome measures improved after the inter-
vention period (see Fig. 10). Improvements were seen at:
impairment level, FMA increased by 6 (5.5) points from 44.8
(5.8) to 50.8 (8.2) out of a maximum score of 66; perceived
ability, MAM-36 measure [39] increased by 3.6 (8.1) from
46.8 (10) to 50.4 (8); and actual ability in arm function, ARAT
increased by 0.6 (3.7) points from 45.6 (10.5) to 50.8 (8.2) out
of a maximum score of 57. The 9HPT time decreased from
145.3 (96) to 116.3 (88). Only the proximal arm section of
the FMA, where the intervention was aimed and which mea-
sures at the impairment level of the ICF, identiﬁed statistically
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TABLE III
RESULTS FOR THE CLINICAL OUTCOME ASSESSMENTS SHOWING BASELINE AND POST-INTERVENTION SCORES FOR THE FIVE PARTICIPANTS
participant identiﬁcation. change in score divided by maximum possible score. motor ability measure with 36 items converted to percentage using Rasch
analysis tables [39]. maximum score in brackets. proximal arm section of FMA encompassing Shoulder-Elbow-Forearm. distal arm section of FMA encom-
passing the wrist and hand. nine hold peg test measured in seconds. unable to complete.
Fig. 8. Unassisted task tracking accuracy at the elbow. Each participant's performance is shown as a function of session for the four tracking tasks, unassisted by
FES, before/after the intervention. The four tracking tasks are: a) center-proximal, b) center-distal, c) off-center-middle, and d) far-distal.
signiﬁcant improvement ( , ) with an
improvement of 5.6 (3.9) points from 22.4 (4.1) to 28 (5.4)
out of a possible 36 points. This contrasts to the minimal 0.4
(2.7) point improvement out of a possible 30 points relating to
the distal arm section of the FMA. Fig. 10(a) and (b) depict
this. Only the area trained, the proximal arm, improved which
suggests that speciﬁcity in training is required.
D. Questionnaire
All participants reported that now they were more aware of
their affected arm, it did not feel weaker or tighter as a result
of the intervention and that they were reaching out more easily.
Two participants reported that they could now cut food using
both a knife and fork whereas prior to the intervention, their
carer would do this. All participants found two handed tasks
easier such as folding clothes, cutting bread and personal hy-
giene (washing face). They all found the intervention enjoyable
and it easy to understand what to do. All participants wanted
additional muscles stimulated, wanted the intervention to con-
tinue, and would recommend the intervention to other pwMS.
No participants found the FES particularly uncomfortable. To-
tals of Likert responses can be found in Appendix A.
IV. DISCUSSION
The main aim of this study was to determine the feasibility
and effectiveness of using the SAIL system for pwMS; this is the
ﬁrst time passive robotic arm support has been combined with
FES to improve movement quality for this user group, and the
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Fig. 9. Unassisted task tracking accuracy at the shoulder. Each participant's performance is shown as a function of session for the four tracking tasks, unassisted
by FES, before/after the intervention. The four tracking tasks are: a) center-proximal, b) center-distal, c) off-center-middle, and d) far-distal.
ﬁrst use of advanced model-based controllers to promote accu-
racy and voluntary effort. pwMS tolerated the intervention with
no adverse effects and attended all 18 treatment sessions over
a 10 week period. An improvement in arm awareness, better
arm control and daily usage of their impaired arm was reported.
Three important ﬁndings were identiﬁed following the interven-
tion: improved tracking performance during the unassisted task;
reduced FES required during the assisted tasks and an improve-
ment in the proximal arm section of the FMA. Furthermore there
were clear trends for clinical improvement in most measures by
most patients.
The implication of improved tracking performance during
assisted tasks over the treatment period, while less ILC medi-
ated FES was required to achieve this, suggests that the par-
ticipant's voluntary effort (muscle power and arm control) in-
creased. Similarly, as participants progressed through the treat-
ment sessions they were able to make more accurate reaching
movements with no FES applied. All participants improved in
the impairment domain of the ICF, measured by the proximal
arm section of the FMA, where statistical signiﬁcance was iden-
tiﬁed at the shoulder and elbow active movement control where
the intervention was aimed. This is a new ﬁnding that indicates
that movement quality improved following training. As with
all statistical tests using small sample sizes, these conclusions
must be treated with caution as they necessarily have limited
power. The results however demonstrate the feasibility of the
SAIL system with pwMS and suggest there is treatment poten-
tial for this novel system to aid recovery. These SAIL results are
comparable to previous work undertaken on persons with stroke
[24], [48]. Other robotic studies on pwMS [18], [20] have iden-
tiﬁed improvements on arm capacity tests but this is the ﬁrst
study to show improvements in movement quality.
These ﬁndings are consistent with Lamers et al. [35] which
identiﬁed that the FMA, or impairment outcome measurement,
could predict changes in actual performed movements in daily
life better. On group level, the 9HPT and ARAT showed no
signiﬁcant improvement but general trends were evident; two
pwMS had large improvements in the 9HPT. Other studies of
FES on the lower limb in pwMS [13], [14] also identiﬁed im-
provements at impairment rather than activity level. An expla-
nation by Deutsch [5] is that improvements in impairment imply
recovery has occurred rather than there being compensatory
movement.
Fatigue is one of the most common symptoms in pwMS, but
exercise has a positive effect on fatigue [49] and results from
a pilot study combining exercise and FES [50] suggest reduced
muscle fatigue. However, it should be noted that not all pwMS
present with abnormal muscle fatigue [51]. Our results showed
that all participants were able to increase the amount of exer-
cise performed per session, indicating a possible improvement
in muscle fatigue, but a future larger study should conﬁrm this.
Progressive MS follows a predictable path with a direct
relationship between duration of disease and increase in dis-
ability irrespective of whether this is PPMS or SPMS [52].
Two participants, MS1 and MS4, reported an exacerbation of
their MS part way through the intervention period speciﬁcally
relating to their impaired hand. MS4 had increased parasthesia
(ﬁnger tips to elbow) and reduced ﬁnger movement (which
was observed) directly following ﬂu-like symptoms, and MS1
had altered temperature sensation. This increase in disability
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Fig. 10. The clinical outcome measures: a) the proximal arm section of the FMA (maximum value 36), b) the distal arm section of the FMA (maximum value
30), c) 9HPT, d) MAM-36, and e) ARAT showing the baseline and post assessment results for each participants.
is an expected consequence of progressive MS [52] and may
explain anomalies in the clinical tests, 9HPT and ARAT. As
current evidence supports physical exercise in pwMS, with
active people having fewer relapses [53], it is unlikely that
the intervention caused these changes. Both these participants
had slightly reduced scores on the ARAT and took longer to
complete the 9HPT after training: one unable to complete it
due to ﬁnger ﬂexor spasms and the other dropped her peg. Both
the ARAT and 9HPT measure the upper limb in the activity
domain of ICF but integrate ﬁne pinch function/manual dex-
terity into the test, so any deterioration in participants' ability to
pinch would adversely affect the score. SAIL did not stimulate
hand/wrist muscles, working purely on the shoulder and elbow
which may explain the minimal change in the ARAT, so it
was encouraging to identify that these same two participants
showed large improvements in the proximal arm section of the
FMA and in the MAM-36. This suggests that their shoulder
and elbow control and movement improved following the
intervention even though their MS had worsened. The ARAT
may not measure actual functions pwMS perform, explaining
why their MAM-36 improved but not the ARAT. In view of
this, the authors would recommend using another measure such
as the Wolf Motor Function Test to assess improvements in
proximal control.
A. Participant Comments
Comments from all participants regarding the best aspects
of the intervention included: “ felt I regained control of the
MS rather than MS controlling me ”; “ seeing what an im-
pact it had on arm and the beneﬁts of it ”; “ being able
to move arm and realize that although I have progressive MS
things can improve provided given the right intervention ”;
“ improvement in physical abilities from it ”; and “ arm
is deﬁnitely stronger now and can do more things with it ”.
All participants indicated that now they were able to reach out
more easily and two participants now could cut up their food
independently with a knife and fork. The comments from this
feasibility study serve to elucidate that even in a progressive
disease such as MS, improvements in upper limb function re-
sulting from this intervention were noticed by all participants.
More importantly the upper limb improvements had translated
into their daily life and were meaningful to them: improvements
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that the ARAT could not detect. Useful feedback from partici-
pants about using the SAIL system can be used in future en-
hancements.
B. Limitations of the Study
Limitations included a small sample size, unblinded clinical
evaluators, no control group and lack of a follow up (due to time
constraints), signifying that the ﬁndings should be interpreted
with caution. We cannot generalize the ﬁndings from this small
group given that it is well-known that pwMS can present with
a wide variety of symptoms including fatigue, weakness, spas-
ticity, and sensory loss. However, we note that the system was
well tolerated by all members of the participant group which en-
compassed various levels of disability.
This was a proof of concept study that motivates and lays
the groundwork for a future study in terms of feasibility, par-
ticipation rates, resource requirements and sample estimation
data. The sufﬁciently powered future study is expected to have
three arms: a control group receiving no intervention; the SAIL
system; andmechanical support alone. This would identify what
learning results from practicing a task and clarify the extent to
which the SAIL system assists with reducing impairment, thus
highlighting whether SAIL provides an effective treatment for
MS upper limb impairment. The future study's sample should
focus speciﬁcally on arm dysfunction and exclude participants
with cerebellar disorders. As the clinical outcome measures in-
corporate the entire arm with the hand/wrist as an essential com-
ponent, a future study should include stimulation of the wrist
extensors/ﬂexors so that therapy is delivered to the entire arm
including the wrist/hand. It may also be beneﬁcial to practice
functional tasks involving manipulation of objects, in addition
to the reaching tasks. By adding more functional tasks such as
pressing a light switch, it is possible that improvements might
better translate into everyday tasks.
V. CONCLUSION
This study demonstrated the feasibility of using advanced
control approaches combined with FES and robotic support
to improve arm movement for pwMS. There was excellent
adherence by pwMS to the intervention and no side effects were
reported. The intervention resulted in improvements in reaching
accuracy with and without FES and reduced impairment in the
proximal arm. As these technologies are developed, they will
allow an increased intensity of rehabilitation to be delivered
with minimal therapist input. The improvements identiﬁed by
the outcome measures combined with the positive feedback
from all participants concerning their improved arm movement
and control should not be ignored. This study included a novel
combination of interventions that warrants further investiga-
tion.
APPENDIX A
SEMI-STRUCTURED INTERVIEW QUESTIONS AND LIKERT
RESPONSE [47]
See Table IV.
Table IV
SEMI-STRUCTURED INTERVIEW QUESTIONS AND LIKERT RESPONSE [47]
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Using Functional Electrical Stimulation Mediated by
Iterative Learning Control and Robotics to Improve
Arm Movement for People With Multiple Sclerosis
Patrica Sampson, Chris Freeman, Susan Coote, Sara Demain, Peter Feys, Katie Meadmore, and
Ann-Marie Hughes
Abstract—Few interventions address multiple sclerosis (MS)
arm dysfunction but robotics and functional electrical stimulation
(FES) appear promising. This paper investigates the feasibility
of combining FES with passive robotic support during virtual
reality (VR) training tasks to improve upper limb function in
people with multiple sclerosis (pwMS). The system assists patients
in following a speciﬁed trajectory path, employing an advanced
model-based paradigm termed iterative learning control (ILC)
to adjust the FES to improve accuracy and maximise voluntary
effort. Reaching tasks were repeated six times with ILC learning
the optimum control action from previous attempts. A conve-
nience sample of ﬁve pwMS was recruited from local MS societies,
and the intervention comprised 18 one-hour training sessions
over 10 weeks. The accuracy of tracking performance without
FES and the amount of FES delivered during training were
analyzed using regression analysis. Clinical functioning of the
arm was documented before and after treatment with standard
tests. Statistically signiﬁcant results following training included:
improved accuracy of tracking performance both when assisted
and unassisted by FES; reduction in maximum amount of FES
needed to assist tracking; and less impairment in the proximal arm
that was trained. The system was well tolerated by all participants
with no increase in muscle fatigue reported. This study conﬁrms
the feasibility of FES combined with passive robot assistance as a
potentially effective intervention to improve arm movement and
control in pwMS and provides the basis for a follow-up study.
Index Terms—Functional electrical stimulation (FES), iterative
learning control (ILC), Multiple Sclerosis (MS), rehabilitation,
robot-therapy, upper limb, virtual reality (VR).
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I. INTRODUCTION
M ULTIPLE SCLEROSIS (MS) is a chronic, degenera-tive, autoimmune disorder, which affects the central
nervous system leading to a wide range of symptoms including
upper limb weakness. Despite advances in pharmaceutical
options to reduce the number and severity of relapses, reha-
bilitation continues to play an essential role in reducing motor
disability in people with MS (pwMS) [1]. However, studies
relating to rehabilitation of the upper limb in MS remain limited
[2] despite the high percentage of pwMS who have upper
limb symptoms, classiﬁed within the impairments and activity
domains of the International Classiﬁcation of Functioning Dis-
ability and Health (ICF). Using the nine hole peg test (9HPT)
76% of 219 pwMS were identiﬁed to have reduced manual
dexterity [3] and 50% and 67% of pwMS
experience limitations in activities of daily living (ADL) and
social activities, respectively, [3], [4]. Arm and hand use is
important to enable independence in everyday life, however
effective treatment strategies for the impaired upper limb are
not currently available. In degenerative neurological conditions
such as MS the aim of rehabilitation is on improving or main-
taining a person's current function and independence for as
long as possible. PwMS most often only show arm dysfunction
at later stages of the disease, when the MS disease course has
become progressive instead of relapsing-remitting. However,
progression can be slow, so beneﬁts obtained from focused
interventions can lead to functional improvements lasting
from months to years. The purpose of the intervention is not
muscle strengthening per se, but improving motor coordination
of multiple limb segments, with focus on the quality of the
executed movement. In that sense, the approach is impairment
based as well as different to, for example, constrained induced
movement therapy, which allows compensatory movements
during functional activities. FES is however applicable in se-
verely disabled upper limbs, and is thought to provide a neural
sound basis for further functional rehabilitation. New strategies
to achieve this rehabilitation aim need to be developed and
evaluated.
The essential component of sensory-motor training in both
healthy and impaired people is intensive practice in an environ-
ment that provides varied challenging tasks, success and sen-
sory-motor feedback of performance that enhance motivation
and attention [5]. Functional electrical stimulation (FES) and
1534-4320 © 2015 IEEE. Personal use is permitted, but republication/redistribution requires IEEE permission.
See http://www.ieee.org/publications_standards/publications/rights/index.html for more information.
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Fig. 1. Signal ﬂow diagram showing system components: passive robot; real-
time processor; FES hardware; therapist and participant displays.
passive or active robotic systems are ideally placed to deliver
these type of interventions.
FES has been shown to be effective in augmenting strength
in healthy people [6], stroke [7], [8] and spinal cord injury [9]
and in reducing motor fatigue in MS [10]. In MS, the orthotic
effect of FES is well documented as an effective treatment for
foot drop [11], [12]. A further three studies involving the lower
limb have evaluated the therapeutic effect of FES on strength for
pwMS. For example, Hughes et al. [13] showed electrical stim-
ulation augmented a strengthening programme for pwMS who
used walking aids. Broekmans et al. [14] compared the effect
of adding electrical stimulation to a 20 week progressive resis-
tance training in a mildly disabled population of pwMS. Both
interventions showed small improvements in strength but these
did not translate to change on functional measures. Modest in-
creases have also been reported in strength, signiﬁcant improve-
ments in walking tests , and in perceived physical
health [15]. Despite this evidence for the effectiveness of FES
for the lower limb, to date, no studies have evaluated the effec-
tiveness of FES for the upper extremity. Furthermore, existing
studies have employed open-loop control of FES for MS reha-
bilitation, which do not maximize accuracy or promote volun-
tray effort, hence limiting the effectiveness of therapy.
Systematic reviews have concluded that robots or electro-
mechanical devices have a beneﬁcial effect on arm impairment
and generic ADLs post stroke [16], [17]. In MS, several pilot
studies have demonstrated positive effects of robotic training
on reducing upper limb impairment and some improvement at
the activity level [18]–[23].
This paper examines the feasibility of combining FES and
passive robotic support forMS rehabilitation. An advanced con-
trol approach termed iterative learning control (ILC) is used to
ﬁnely adjust the assistance provided to precisely correct per-
formance error in the next attempt of a speciﬁc task. ILC uses
a biomechanical model of the arm and support system to en-
courage and support participants' voluntary effort by supplying
just enough FES to achieve the movement. ILC is one of the few
advanced control approaches to have been successfully applied
to reduce upper limb impairments due to chronic stroke, with re-
sults showing that combining FES and robotics to enable precise
Fig. 2. a) Participant using mechanical support with FES applied using elec-
trodes to her left triceps and anterior deltoid muscles; b) a monitor shows the
trajectory task (blue) that the participant needs to follow with their arm (white)
with a ball (orange) indicating they are on target for this reaching movement.
assistance of both planar [24] and 3-D upper arm tasks [25] led
to improved accuracy in participants' reaching movements. The
current system is a further reﬁnement of this technology, em-
bedding new developments in the underlying models and ILC
algorithms [26], [27] that enable the tasks to be completed in a
manner that more closely matches unimpaired motion. Termed
SAIL: Stimulation Assisted by Iterative Learning, it includes
a virtual reality (VR) environment depicting a reaching move-
ment on a computer monitor. FES is applied to the triceps and
anterior deltoid whilst the arm is supported in a passive robot.
The aim of this study is to investigate the feasibility of using the
SAIL system to improve arm movement and control for pwMS.
This may be due to improving motor control through neuro-
plastic changes or local muscular changes.
II. METHODS
A. System Description and Set-Up
The SAIL system comprises an instrumented passive robotic
support, providing kinematic data to a realtime processor that
interfaces with custom FES hardware, a VR task display, and a
graphical user interface. These elements are shown schemati-
cally in Fig. 1 and are described in the following subsections.
The participant's screen (located on their hemiplegic side)
shows the trajectory to be tracked and a representation of the
participant's arm (which mirrors the participant's movements
in real-time). The support and trajectory task are depicted in
Fig. 2. The display provides the participant with immediate
visual feedback and facilitates motivation for the tracking task.
The second screen displays a custom graphical user interface
which is used by the therapist to select the tasks and adjust the
parameters used by the FES control system.
1) Electrical Stimulation: FES electrodes are placed on the
anterior deltoid and the triceps muscles. These are connected
to a commercially available multi-channel FES device which
has been adapted to receive inputs from the real-time control
system. The frequency of stimulation is ﬁxed at 40 Hz, with
a pulsewidth controlled in real-time by the ILC algorithms. To
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Fig. 3. Kinematic relationships and associated joint angles: a) mechanical support and b) human arm.
identify FES amplitudes for both muscles, the pulsewidth is set
at a maximum value and the participant gradually increases the
FES amplitude applied to each muscle until they reach a com-
fortable level that produces movement. Note that although the
participant controls the FES amplitude, this is monitored by the
therapist. The pulsewidth is then reduced to zero, and the stim-
ulation amplitudes are then ﬁxed for the remainder of each ses-
sion to ensure participant comfort and safety.
2) Passive Robotic Support: A passive exoskeleton
“un-weighing” system supports the participant's arm, providing
an adjustable force against gravity via two springs incorporated
into the mechanism. Each joint is aligned in either the horizontal
or vertical plane, as shown in Fig. 3(a) which also describes the
kinematic structure in terms of the measured joint variables,
denoted . The participant's hemiplegic
arm is loosely strapped into the support mechanism, which is
adjusted so that their arm is fully supported off the knee.
3) Biomechanical Model: To promote effectiveness, assis-
tance must precisely coincide with voluntary intention while si-
multaneously maximizing participant's effort. However, this has
not been achieved in MS rehabilitation since existing FES con-
trollers are open-loop. ILC addresses this problem in an optimal
framework using a dynamic model of the stimulated arm, and is
one of very few model-based upper limb FES control method-
ologies that has previously been used in upper limb stroke re-
habilitation [24], [25]. ILC learns from past experience over re-
peated attempts of a tracking task in order to embed robustness
to disturbance and model uncertainty.
The ﬁrst stage in constructing a model is to map to
anthropomorphic joint angles. To achieve computationally
tractable controllers it was assumed that anterior deltoid con-
traction produced movement about an axis that is ﬁxed with
respect to the trunk. This axis was identiﬁed by stimulating the
muscle and then ﬁtting a plane to the resulting movement of
the elbow in 3-D space using least squares optimization [26]
(Fig. 4 shows an example of this axis, which is normal to the
Fig. 4. Location of the arm, axis, and the nine possible trajectories for a par-
ticipant: made up of direction (center, off center, far) and distance (proximal,
middle, and distal). Each task lasted 8–13 s.
ﬁtted plane). The anthropomorphically motivated variables are
given by , and are shown in Fig. 3(b).
A bijective transformation between coordinate sets is then
constructed as enabling the combined model of the
mechanical support and the human arm to be written as
(1)
where and are 5-by-5 inertial and Coriolis ma-
trices, and the non-conservative matrix accounts for joint
stiffness, spasticity, gravity and the unweighing action of the
robot. Vector comprises moments produced through
gravity compensation provided by each spring, is the vector
of externally applied force/torque (used only during model
identiﬁcation), and comprises moments
generated by the vector, , of stimulation pulsewidths (in
microseconds, s) applied to each muscle.
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Fig. 5. Combined iterative learning and linearizing feedback FES control scheme showing model of the combined human arm and mechanical support.
4) Workspace and Trajectories: A workspace in which par-
ticipants can extend to their full range of movement with assis-
tance from FES is established by calculating the spatial coordi-
nates from the highest point in ipsilateral space that the partici-
pant can reach when FES is applied to both muscle groups, the
lowest point closest to the participant's contralateral thigh, and
a front point relating to elbow extension directly in front of the
participant. In this way, the workspace corresponds directly to
the amount of movement produced by the FES. The reaching
tasks comprise nine reaching movements, made up from three
different directions and three different distances (see Fig. 4).
These are scaled to ﬁt within the workspace so that partici-
pants practice reaching within their safe range and exercise tol-
erance. To ensure each movement closely approximates unim-
paired motion, the trajectories are individually customized for
each participant using kinematic data collected from 14 unim-
paired adults [28]. Reference trajectories for each joint are then
extracted, and denoted by .
5) Control System: The control scheme is shown in
Fig. 5 and contains an input-output linearizing feedback con-
troller, together with a feedforward ILC update. The linearizing
controller decouples the joints controlled by FES, to pro-
duce the form . Here denotes the th
time derivative of , is the trial index, and the additional
subscript denotes the component of the vector. Denoting
as the error joint vector, a standard
linear feedback controller with components ,
is then designed such that the roots of
lie in the left half of the -plane. This guarantees stability of the
stimulated joint angle dynamics, given by
(2)
Note that this also guarantees stability of the joints
that are not controlled through application of FES, as proven
in [26]. Feedback action alone is not sufﬁcient to achieve pre-
cise tracking of the reference trajectories. Therefore ILC is em-
ployed to update the feedforward signal between each at-
tempt at the task, in order to drive FES-assisted components of
the tracking error to zero. In choosing the stimulation sup-
plied on trial , ILC uses the stable, linear, decoupled system
(2) to minimize a quadratic objective function of form
(3)
where is the duration of the task. Through selection of pos-
itive-deﬁnite weighting matrices and , this objective func-
tion allows the designer to balance accuracy of task completion
with the amount of FES applied to assist the participant's move-
ment. The cost function (3) is solved using the update algorithm
(4)
where is the adjoint of operator . Full details of the
algorithm implementation, together with theoretical robustness
and convergence properties, are given in [26] and [29].
6) Model Identification: The participant's upper arm and
forearm lengths are measured and combined with the joint axis
description of Section II-A3 to supply the kinematic relation-
ship between the arm position in Cartesian space and the vector
of joint angles, , as well as the system Jacobian matrix,
. Next a six-axis sensor is attached to the extreme link of
the robotic support and is held stationary while FES is applied
to each muscle in turn. The resulting force recorded by
the sensor is then related to the torque vector developed by the
muscles via the Jacobian matrix. A Hammerstein structure
comprising a static isometric recruitment curve combined with
linear activation dynamics is employed to model the response
of each muscle to applied FES. This provides the dynamic
relationship , with details of the optimiza-
tion procedure and validation of ﬁtting accuracy given in [30].
Typical ﬁtting results are shown in Fig. 6, where the stimulation
applied to each muscle is a triangular ramp function. The terms
, , and are all identiﬁed
by applying FES to the muscles while moving the arm using the
sensor, and using an optimization procedure on the resulting
signals and . In model validation experiments, the
model has been found to ﬁt experimental joint angle data sets
with an accuracy which typically exceeds 90%. Full details of
the procedure used, as well as detailed ﬁtting results, are given
in [26] and [31]. Due to time constraints , , and
were identiﬁed in a pilot session and then used throughout the
intervention.
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B. Clinical Test Design
A proof-of-concept study with pwMS was undertaken to de-
termine the effect on upper limb function of 18 one-hour ses-
sions using the SAIL system to perform tracking tasks. All par-
ticipants attended one pilot, two assessment, and eighteen inter-
vention sessions at the University of Southampton, Faculty of
Health Science (FoHS). The intervention was carried out by an
experienced physiotherapy researcher. Two independent phys-
iotherapists, unblinded to the intervention, performed the clin-
ical assessments; the same physiotherapist performed both the
pre and post assessment per participant. A semi-structured inter-
view of participants' experience of using the SAIL system was
completed by a health psychologist after the ﬁnal assessment.
C. Participants
Following ethical approval (FoHS ETHICS-2013-5429)
and written informed consent, a convenience sample of ﬁve
pwMS was recruited from local MS society organizations
around Southampton. Inclusion Criteria were: 1) conﬁrmed
diagnosis of MS; 2) impaired upper limb such that they were
unable to achieve or maintain their arm at 90 shoulder ﬂexion,
predominantly due to weakness; 3) FES produced movement
without undue discomfort whilst the pwMS was seated with
their arm in the robot; 4) could communicate effectively; 5)
able to give informed consent. Exclusion Criteria were: 1)
current relapse or commencement of steroids within 28 days of
assessment; 2) marked intention tremor; 3) marked spasticity
with Modiﬁed Ashworth 2 in shoulder ﬂexors; 4) absent
sensation in electrode sites; 5) any active device implant; 6)
any metal implant in upper limb; 7) uncontrollable epilepsy; 8)
pregnancy; 9) any serious or unstable medical or psychological
condition or cognitive impairment; 10) current participation
in another upper limb physical rehabilitation study. FES is an
internationally recognized treatment for foot-drop in pwMS
and stroke although there are speciﬁc contra-indications or
risks when using FES; these formed part of our exclusion
criteria. Recruitment occurred between June and September
2013. All participants completed the study and complied with
the protocol.
D. Intervention Sessions
Each participant identiﬁed their most impaired arm. This was
conﬁrmed by the ARAT and FMA results, and was the arm
treated. FES was applied as described in Section II-A, and the
participant's arm was placed into the support mechanism. The
level of arm support was personalized to ensure each person
achieved their optimal range of movement. A pilot session was
undertaken to identify the model and tune parameters in the ILC
algorithms, a process lasting about 5 min. The 18 intervention
sessions then followed, during each of which the workspace
was identiﬁed and the participant then practiced a minimum
of six trajectories, each repeated six times, with a rest period
of 2–10 s between each attempt. This provided between 18–33
min of treatment time. Participants were verbally encouraged
during the reaching practice. The number of trajectories prac-
ticed increased during the intervention period to between eight
and eleven according to participants' progress, fatigue, and mo-
tivation. Similarly, as participants progressed through the inter-
vention, the level of support from the passive robot was grad-
ually decreased according to their exercise tolerance. To assess
unassisted performance, at the beginning and end of every ses-
sion each participant tracked the same four different trajectories
only once, with no FES.
E. Outcome Measures
The focus of this study was on the feasibility of the SAIL
and whether pwMS could tolerate it. The primary outcome
measures were change in amount of FES delivered and ac-
curacy of task tracking over the treatment period. Secondary
outcome measures evaluated clinical changes to the upper limb
according to the impairment and activity domain of the ICF and
were measured before treatment and within one week after the
treatment period. The clinical outcome measures were: Action
Research Arm Test (ARAT) [32]–[35]; Nine Hole Peg Test
(9HPT) [35]–[37]; Manual Ability Measure (MAM-36) [38],
[39]; and Fugl-Meyer Assessment (FMA) [35], [40]–[42]. The
FMA, valid and reliable for assessing arm impairment in pwMS
[43] and used to assess arm movement in pwMS [35], [44],
measures motor control mainly at impairment level whereas the
ARAT measures upper limb function using standardised activ-
ities. The MAM-36 is a valid measure of a person's perceived
ability to use his/her hands and is meaningful to participants
[39]. The MAM-36 raw score was converted to the MAM-36
measure using the conversion table [39]. The 9HPT is sensitive
in assessing upper limb functional status change in pwMS [35],
[37] and is part of MS composite score [45] where the task
is to be completed within 300 s. The Rivermead Perception
Assessment Battery (RPAB) ﬁgure ground, 3-D copying and
cancellation tests were used to assess 2-D, 3-D, and neglect,
respectively [46], so that participants could be adequately sup-
ported during the intervention as the VR environment required
visual perception.
A structured interview using a 26 item questionnaire based
on one used in people with stroke [47] occurred immediately
after the post-intervention assessment or later by telephone.
Both open and closed questions were included to obtain an
understanding of the system's effectiveness and usability;
improvements required; and general questions about the inter-
vention. Some of the open questions encouraged yes/no replies
followed by an explanation: the remainder of the questions
were completely open. Closed questions required a Likert-re-
sponse indicating the extent of agreement (see Appendix A).
The interview was purposely kept short, taking approximately
30 min, although participants were encouraged to elaborate
as much as possible. A psychologist who was not involved
with delivering the intervention undertook the interview to
encourage openness from participants.
F. Statistical Analysis
The clinical outcome measures: FMA; ARAT; MAM and
9HPT; measured at baseline and after the intervention, were
analysed in SPSS v19 using the Wilcoxon signed-rank test.
Conforming to prior studies [24], [48], the performance of
tracking with FES (assisted) and without FES (unassisted)
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Fig. 6. Fitting results for: a) torque component acting about axis resulting from FES signal applied to the anterior deltoid and b) torque component
acting about axis resulting from FES signal applied to the triceps.
was analyzed per participant for each of the 18 sessions by
calculating best-ﬁt linear regression slopes of performance
for each task. Two-tailed t-tests were applied, and the level
of signiﬁcance for all tests was set at . The 95%
conﬁdence intervals were also calculated to provide a measure
of how precisely the true mean can be bounded given the
limited sample size. Tracking performance was calculated by
taking the 2-norm of the error between arm position and target
trajectory and normalizing it as follows: let denote the
th element of vector at time “ ”, and similarly the
corresponding reference, then tracking performance of the th
joint is given by
(5)
A value of 100 indicated perfect tracking and 0 corresponded to
no movement.
G. Structured Interview
Closed questions eliciting Likert responses were totalled and
are presented in Appendix A.
III. RESULTS
Characteristic data for the ﬁve female participants who took
part in the intervention are given in Table I. One participant
with shoulder subluxation received additional supraspinatus
FES to increase glenohumeral congruency and her reaching
tasks were kept within a pain free range to avoid biomechanical
impingement. All participants were able to increase the number
of reaching tasks practised per session to between eight and
eleven reaching tasks. All participants, except one, were able to
receive less support from the passive robot during the reaching
movements: the one participant's biceps tone increased on
reducing the support so her support was kept constant. No
serious adverse events were reported during the intervention
period. One participant had 3-D visual impairment identiﬁed
by the RPAB 3-D copying test (4/24), and here the therapist
TABLE I
SOCIO-DEMOGRAPHIC CHARACTERISTICS OF PARTICIPANTS
Pt Id – participant identiﬁcation, SPMS – secondary progressive MS,
RRMS – relapse-remitting MS, PPMS – primary progressive MS,
F – female, M – male, L – left, R – right, Y – yes, N – no.
assisted in directing the participant's arm movement during
the tracking task. Her score of 12/24 on the 3-D copying test
on completion of the intervention session suggests some 3-D
learning may have occurred. All the other participants scored
18/24 (normal perceptual range) [46] and were able to track
independently. A future study should consider excluding 3-D
visually impaired participants, ensuring the training is indepen-
dent of the therapist.
A. Assisted Tracking Performance
Performance was calculated for the ﬁnal attempt of every
tracking task. These performances were then averaged to calcu-
late the tracking performance and the maximum amount of FES
provided. Data in Fig. 7(a) and (b) show improved accuracy
of tracking performance at both the shoulder and elbow and
Fig. 7(c) and (d) show the percentage maximum FES required
to improve participants' tracking reduced over the treatment
period. Table II shows the -value and mean slope of the
tracking performance and percentage maximum FES, which
was statistically signiﬁcant for each muscle group: triceps
(elbow) and anterior deltoid (shoulder). The mean tracking
performance slopes (elbow 0.71, shoulder 1.31) correspond to
an average improvement over 18 sessions of 12.8% and 23.6%
for the elbow and shoulder, respectively. The mean percentage
maximum FES slopes (elbow 2.6805, shoulder 2.7143) cor-
respond to an average reduction over 18 sessions of 49.2% and
48.8% for the elbow and shoulder, respectively. This suggests
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Fig. 7. Assisted task tracking accuracy and amount of FES, averaged over all tasks: a) accuracy of task tracking at the elbow; b) accuracy of task tracking at the
shoulder; c) amount of FES applied at the elbow; and d) amount of FES applied at the shoulder. Mean of individual slopes shown by dotted line.
TABLE II
TRACKING PERFORMANCE MEASURES AT THE ELBOW AND SHOULDER
SHOWING THE MEAN SLOPE AND -VALUE OF THE BEST FIT LINEAR
REGRESSION LINES COLLAPSED ACROSS PARTICIPANTS FOR ASSISTED AND
UNASSISTED TASKS
Note: The small slope values are due to the different units in the axes. CI
denotes 95% conﬁdence interval.
that less FES was required to produce more accurate movement
over the treatment period. This was conﬁrmed when the slope of
the tracking performance percentage was divided by the slope
of the percentage maximum FES for each participant. Taking
the mean over participants yields a statistically signiﬁcant slope
(elbow mean slope , , shoulder mean slope
, ): see last line in Table II under assisted.
B. Unassisted Tracking Performance
Tracking performance of the four tasks, unassisted by FES,
that were completed at the beginning and end of each session
was calculated, and an average taken for each task. Figs. 8 and
9 show tracking performance at the elbow and shoulder, respec-
tively, over the course of the intervention. Statistically signif-
icant improved accuracy in tracking performance for all four
tracking tasks was identiﬁed across all participants at the elbow
and for two tasks at the shoulder. Table II shows the -value
and mean slope of these unassisted tasks. The positive mean
slopes of all the unassisted tasks correspond to increases in per-
formance of between 34.38% and 113.58% over the intervention
period.
C. Clinical Outcome Measures
All clinical outcome measures improved after the inter-
vention period (see Fig. 10). Improvements were seen at:
impairment level, FMA increased by 6 (5.5) points from 44.8
(5.8) to 50.8 (8.2) out of a maximum score of 66; perceived
ability, MAM-36 measure [39] increased by 3.6 (8.1) from
46.8 (10) to 50.4 (8); and actual ability in arm function, ARAT
increased by 0.6 (3.7) points from 45.6 (10.5) to 50.8 (8.2) out
of a maximum score of 57. The 9HPT time decreased from
145.3 (96) to 116.3 (88). Only the proximal arm section of
the FMA, where the intervention was aimed and which mea-
sures at the impairment level of the ICF, identiﬁed statistically
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TABLE III
RESULTS FOR THE CLINICAL OUTCOME ASSESSMENTS SHOWING BASELINE AND POST-INTERVENTION SCORES FOR THE FIVE PARTICIPANTS
participant identiﬁcation. change in score divided by maximum possible score. motor ability measure with 36 items converted to percentage using Rasch
analysis tables [39]. maximum score in brackets. proximal arm section of FMA encompassing Shoulder-Elbow-Forearm. distal arm section of FMA encom-
passing the wrist and hand. nine hold peg test measured in seconds. unable to complete.
Fig. 8. Unassisted task tracking accuracy at the elbow. Each participant's performance is shown as a function of session for the four tracking tasks, unassisted by
FES, before/after the intervention. The four tracking tasks are: a) center-proximal, b) center-distal, c) off-center-middle, and d) far-distal.
signiﬁcant improvement ( , ) with an
improvement of 5.6 (3.9) points from 22.4 (4.1) to 28 (5.4)
out of a possible 36 points. This contrasts to the minimal 0.4
(2.7) point improvement out of a possible 30 points relating to
the distal arm section of the FMA. Fig. 10(a) and (b) depict
this. Only the area trained, the proximal arm, improved which
suggests that speciﬁcity in training is required.
D. Questionnaire
All participants reported that now they were more aware of
their affected arm, it did not feel weaker or tighter as a result
of the intervention and that they were reaching out more easily.
Two participants reported that they could now cut food using
both a knife and fork whereas prior to the intervention, their
carer would do this. All participants found two handed tasks
easier such as folding clothes, cutting bread and personal hy-
giene (washing face). They all found the intervention enjoyable
and it easy to understand what to do. All participants wanted
additional muscles stimulated, wanted the intervention to con-
tinue, and would recommend the intervention to other pwMS.
No participants found the FES particularly uncomfortable. To-
tals of Likert responses can be found in Appendix A.
IV. DISCUSSION
The main aim of this study was to determine the feasibility
and effectiveness of using the SAIL system for pwMS; this is the
ﬁrst time passive robotic arm support has been combined with
FES to improve movement quality for this user group, and the
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Fig. 9. Unassisted task tracking accuracy at the shoulder. Each participant's performance is shown as a function of session for the four tracking tasks, unassisted
by FES, before/after the intervention. The four tracking tasks are: a) center-proximal, b) center-distal, c) off-center-middle, and d) far-distal.
ﬁrst use of advanced model-based controllers to promote accu-
racy and voluntary effort. pwMS tolerated the intervention with
no adverse effects and attended all 18 treatment sessions over
a 10 week period. An improvement in arm awareness, better
arm control and daily usage of their impaired arm was reported.
Three important ﬁndings were identiﬁed following the interven-
tion: improved tracking performance during the unassisted task;
reduced FES required during the assisted tasks and an improve-
ment in the proximal arm section of the FMA. Furthermore there
were clear trends for clinical improvement in most measures by
most patients.
The implication of improved tracking performance during
assisted tasks over the treatment period, while less ILC medi-
ated FES was required to achieve this, suggests that the par-
ticipant's voluntary effort (muscle power and arm control) in-
creased. Similarly, as participants progressed through the treat-
ment sessions they were able to make more accurate reaching
movements with no FES applied. All participants improved in
the impairment domain of the ICF, measured by the proximal
arm section of the FMA, where statistical signiﬁcance was iden-
tiﬁed at the shoulder and elbow active movement control where
the intervention was aimed. This is a new ﬁnding that indicates
that movement quality improved following training. As with
all statistical tests using small sample sizes, these conclusions
must be treated with caution as they necessarily have limited
power. The results however demonstrate the feasibility of the
SAIL system with pwMS and suggest there is treatment poten-
tial for this novel system to aid recovery. These SAIL results are
comparable to previous work undertaken on persons with stroke
[24], [48]. Other robotic studies on pwMS [18], [20] have iden-
tiﬁed improvements on arm capacity tests but this is the ﬁrst
study to show improvements in movement quality.
These ﬁndings are consistent with Lamers et al. [35] which
identiﬁed that the FMA, or impairment outcome measurement,
could predict changes in actual performed movements in daily
life better. On group level, the 9HPT and ARAT showed no
signiﬁcant improvement but general trends were evident; two
pwMS had large improvements in the 9HPT. Other studies of
FES on the lower limb in pwMS [13], [14] also identiﬁed im-
provements at impairment rather than activity level. An expla-
nation by Deutsch [5] is that improvements in impairment imply
recovery has occurred rather than there being compensatory
movement.
Fatigue is one of the most common symptoms in pwMS, but
exercise has a positive effect on fatigue [49] and results from
a pilot study combining exercise and FES [50] suggest reduced
muscle fatigue. However, it should be noted that not all pwMS
present with abnormal muscle fatigue [51]. Our results showed
that all participants were able to increase the amount of exer-
cise performed per session, indicating a possible improvement
in muscle fatigue, but a future larger study should conﬁrm this.
Progressive MS follows a predictable path with a direct
relationship between duration of disease and increase in dis-
ability irrespective of whether this is PPMS or SPMS [52].
Two participants, MS1 and MS4, reported an exacerbation of
their MS part way through the intervention period speciﬁcally
relating to their impaired hand. MS4 had increased parasthesia
(ﬁnger tips to elbow) and reduced ﬁnger movement (which
was observed) directly following ﬂu-like symptoms, and MS1
had altered temperature sensation. This increase in disability
IE
EE
 P
roo
f
Pr
int
 V
ers
ion
10 IEEE TRANSACTIONS ON NEURAL SYSTEMS AND REHABILITATION ENGINEERING, VOL. 0, NO. , 2015
Fig. 10. The clinical outcome measures: a) the proximal arm section of the FMA (maximum value 36), b) the distal arm section of the FMA (maximum value
30), c) 9HPT, d) MAM-36, and e) ARAT showing the baseline and post assessment results for each participants.
is an expected consequence of progressive MS [52] and may
explain anomalies in the clinical tests, 9HPT and ARAT. As
current evidence supports physical exercise in pwMS, with
active people having fewer relapses [53], it is unlikely that
the intervention caused these changes. Both these participants
had slightly reduced scores on the ARAT and took longer to
complete the 9HPT after training: one unable to complete it
due to ﬁnger ﬂexor spasms and the other dropped her peg. Both
the ARAT and 9HPT measure the upper limb in the activity
domain of ICF but integrate ﬁne pinch function/manual dex-
terity into the test, so any deterioration in participants' ability to
pinch would adversely affect the score. SAIL did not stimulate
hand/wrist muscles, working purely on the shoulder and elbow
which may explain the minimal change in the ARAT, so it
was encouraging to identify that these same two participants
showed large improvements in the proximal arm section of the
FMA and in the MAM-36. This suggests that their shoulder
and elbow control and movement improved following the
intervention even though their MS had worsened. The ARAT
may not measure actual functions pwMS perform, explaining
why their MAM-36 improved but not the ARAT. In view of
this, the authors would recommend using another measure such
as the Wolf Motor Function Test to assess improvements in
proximal control.
A. Participant Comments
Comments from all participants regarding the best aspects
of the intervention included: “ felt I regained control of the
MS rather than MS controlling me ”; “ seeing what an im-
pact it had on arm and the beneﬁts of it ”; “ being able
to move arm and realize that although I have progressive MS
things can improve provided given the right intervention ”;
“ improvement in physical abilities from it ”; and “ arm
is deﬁnitely stronger now and can do more things with it ”.
All participants indicated that now they were able to reach out
more easily and two participants now could cut up their food
independently with a knife and fork. The comments from this
feasibility study serve to elucidate that even in a progressive
disease such as MS, improvements in upper limb function re-
sulting from this intervention were noticed by all participants.
More importantly the upper limb improvements had translated
into their daily life and were meaningful to them: improvements
IE
EE
 P
roo
f
Pr
int
 V
ers
ion
SAMPSON et al.: USING FES MEDIATED BY ILC AND ROBOTICS TO IMPROVE ARM MOVEMENT 11
that the ARAT could not detect. Useful feedback from partici-
pants about using the SAIL system can be used in future en-
hancements.
B. Limitations of the Study
Limitations included a small sample size, unblinded clinical
evaluators, no control group and lack of a follow up (due to time
constraints), signifying that the ﬁndings should be interpreted
with caution. We cannot generalize the ﬁndings from this small
group given that it is well-known that pwMS can present with
a wide variety of symptoms including fatigue, weakness, spas-
ticity, and sensory loss. However, we note that the system was
well tolerated by all members of the participant group which en-
compassed various levels of disability.
This was a proof of concept study that motivates and lays
the groundwork for a future study in terms of feasibility, par-
ticipation rates, resource requirements and sample estimation
data. The sufﬁciently powered future study is expected to have
three arms: a control group receiving no intervention; the SAIL
system; andmechanical support alone. This would identify what
learning results from practicing a task and clarify the extent to
which the SAIL system assists with reducing impairment, thus
highlighting whether SAIL provides an effective treatment for
MS upper limb impairment. The future study's sample should
focus speciﬁcally on arm dysfunction and exclude participants
with cerebellar disorders. As the clinical outcome measures in-
corporate the entire arm with the hand/wrist as an essential com-
ponent, a future study should include stimulation of the wrist
extensors/ﬂexors so that therapy is delivered to the entire arm
including the wrist/hand. It may also be beneﬁcial to practice
functional tasks involving manipulation of objects, in addition
to the reaching tasks. By adding more functional tasks such as
pressing a light switch, it is possible that improvements might
better translate into everyday tasks.
V. CONCLUSION
This study demonstrated the feasibility of using advanced
control approaches combined with FES and robotic support
to improve arm movement for pwMS. There was excellent
adherence by pwMS to the intervention and no side effects were
reported. The intervention resulted in improvements in reaching
accuracy with and without FES and reduced impairment in the
proximal arm. As these technologies are developed, they will
allow an increased intensity of rehabilitation to be delivered
with minimal therapist input. The improvements identiﬁed by
the outcome measures combined with the positive feedback
from all participants concerning their improved arm movement
and control should not be ignored. This study included a novel
combination of interventions that warrants further investiga-
tion.
APPENDIX A
SEMI-STRUCTURED INTERVIEW QUESTIONS AND LIKERT
RESPONSE [47]
See Table IV.
Table IV
SEMI-STRUCTURED INTERVIEW QUESTIONS AND LIKERT RESPONSE [47]
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